
JRG Series 1300
Pressure reducing valve

For Domestic and Indu strial applications

Sizes: 15mm ( ½” ) – 65mm (2 ½” )

·  Positive drip tight shut-off at zero flow

·  Accurate outlet pressure

·  Stainless steel internals

·  25 Bar pressure rated

·  Adjustment range: 0.5 – 10 bar

The JRG series 1300 is a
WRAS approved compact
fitting for water systems. Consisting of a pressure
reducing valve and integral strainer, it is designed
to automatically maintain a constant outlet pressure
irrespective of fluctuations in inlet pressure and / or
flow. When downstream pressure exceeds the
pressure setting, the valve will close drip tight with
zero creep. The valve is also suitable for regulating
air and inert gases.

Typical App lications

High rise buildings
use 1300 Pressure Reducing Valves in various
water systems (potable water, boiler feed, air
conditioning, etc.) to control pressure
fluctuations between floors.

Indu strial plants use 1300 Pressure Reducing
Valves between a high pressure supply system
and equipment requiring lower pressure.
Typically 1300 Pressure Reducing Valves are
used at supply connections for water heaters,
boiler feed water or other process water
systems.

Water Distribution systems use 1300 Pressure Reducing Valves at service connections
in a high pressure distribution zone.

(See reverse for Flow capacities and dimensions)
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Accessories
·  Pressure gauge
·  Soldering unions
·  Isolating valves
·  Flanges



Material specification
Body and cover Gunmetal
Diaphragm EPDM
Seat Stainless steel
Strainer Stainless steel

Technical information
End Conn ections Screwed BSP Male
Pressure rating 25 Bar
Outlet pressure adjustment range Model 1316 :  2 – 6 bar  (pre-set to 4 bar)

Model 1326 :  0.5 – 2 bar
Model 1336 :  6 – 10 bar

Max. operating temperature 70°c
Minimum required differential pressure 1 Bar

Valve selection table
Nominal

size
Dimensions [mm] Weight Flow

Rate

Mm    Inches d1 d2 d3 d4 l1 l2 Z h1 h2 Kg Litres/sec
15       ½” R ½ G  ¾ Rp 1/8 52 148 34 40 28.5 78.5 0.72 0 - 0.5
20       ¾” R ¾ G 1 Rp 1/8 58 159 37 42.5 35.5 85.5 0.98 0 – 0.75
25       1“ R 1 G 1 ¼ Rp ¼ 70 184 42 50 51.5 110 1.80 0 – 1.5
32       1 ¼” R 1 ¼ G 1 ½ Rp ¼ 77 212 46 60 64 120.5 2.65 0 – 2.0
40       1 ½” R 1½ G 1 ¾ Rp ¼ 93.5 241 48 72.5 80 157 4.44 0 – 3.0
50       2 R  2 G 2 3/8 Rp ¼ 103 289 57 87.5 98 172 6.80 0 – 4.5
65       2 ½” R 2 ½ G  3 Rp ¼ 103 310 65 90 98 172 8.07 0 – 7.0
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